
ARGILUS™ TECHNICAL SHEET 

INTERIOR ADHERENCE 
UNDERCOAT  

 

 
 

PRESENTATION Structured microporous adherence undercoat intended for the application of Argilus plasters. 

COMPOSITION Copolymer in aqueous dispersion, particles of calibrated limestone.  

APPLICATION Interior coating only 
Structure impression undercoat intended to receive Argilus plaster and facilitate adherence, including on 
smooth supports. 
Directly applied to any clean, sound material, even old bases, using a medium pile roller: 

- Plaster sheets - Wood fibre panels 
- Fermacell - Aerated concrete, Siporex 
- Plaster - Cement 
- Cork panels - Painted supports 

For any other support, please contact Argilus 

CLASSIFICATION AFNOR NF T 30-700 Family II class 2b2 

DENSITY 1.65 

pH: 8 

VOC VOC directive 2004/42/EC 
EU value limit for this product (cat. A/c): 75 g/L (2007)/40 g/L (2010) 
This product contains max. 6 g/L VOC. 

FLASH POINT Non-flammable 

DRY EXTRACT 81.89% 

CONSUMPTION Around 0.5 kg/m² -  For application on wood fibre panels, consumption can reach 1 kg/m² 

DRYING TIME Around eight hours after application 

STORAGE Protect from freezing and temperatures in excess of 45°C 

PACKING 5-kg or 15-kg bags 
Fully recyclable polypropylene packaging. 

READY TO USE 



 
 

 

 

WWW.ARGILUS.FR 

Argilus is available if you need any further information on +33 (0)2 51 34 93 28 
 

QUALITIES 
- Ready to use 
- Reinforces the adherence of Argilus finish products 
- Made in France 
- Respects the environment 

PRECAUTIONS FOR USE 
- Apply at a temperature of between 5°C and 30°C 
- The strips of plaster sheet and the glass fabric must be dried for ±4 days before applying the undercoat.  
- Do not allow to freeze. Do not apply to wallpaper. 
- In the event of swallowing, consult a doctor and show them the packaging or label. 
- Keep the container tightly closed. 
- After using the product, take this packaging to a recycling centre so it can be recycled. 
- Do not dispose of residue in the drains. 

SUITABLE SUPPORTS 
- For interior use on all dry, clean and sound supports (plaster, plaster sheets, Fermacell, painted supports etc.) 

INSTALLATION 
- The product may be slightly diluted with water (at 3-5%) during very hot weather to make application easier. 
- Mix the undercoat well before applying 
- Remove dust from the support 
- Apply the Argilus adherence undercoat using a roller or a wide brush. The roller must be medium pile. 
- Can be applied in temperatures of between +5°C and +30°C. 
- Clean tools with water once the application is complete 
- Leave to dry for at least eight hours before applying the clay finish coat. 

Safety sheets are available at www.argilus.fr/telecharger/ 

http://www.argilus.fr/
http://www.argilus.fr/telecharger/

